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Ultra High Pressure Units (Low Flow)

55M/70M,150M & 250M Trailer Mounted

55M/70M & 150M

An outstanding all-purpose wltra-high unit offering flexibility and durahbility.
Powearad by a reliable John Deare for the larger contractor, this utility 1s an
axcallant addition to your fleat for one-off contracting works and routine
industrial services maintenance contracts. Forthe growing contractor,
the unit has a ralatively low prica entry point whilst offering versatility of
application.

55M/TOM P12:
11.2 IY/min @ 2500Bar

150M P14:
18.7 Ifmin @ 2500 Bar

With the SAMTOM {11.2 IY/m €@ 2500Bar) & 150M (18.7 Vmin @ 2500) you
can complats a ranga of activities from genaral wash-down, surfaca
preparation, coatings and linings removal and blast-pad works using the
WOMA Roto-Jet 2000 with TD Head. From cold steel and concrata cut-
1ing, pin-jet and pipa-cleaning work —you can do it all.

250M (MK

Another great asset to your Ultra-High fleet the trailer-mounted WOMA
ME3. Single 250M maximizes oparational efficiency allowing you ta tow
this behind a Nissan patrol or Toyota land erulser sized vahicla with
comfort. PLC Controlled to minimise operator error, this unit enables use
by anything from 1 to 2 operators on gun-work.

250M P16:
20 I/min @ 2800Bar

250M P18:
26 |/min @ 2500 Bar

With an electronically centrolled Check Valve and comfortably providing
20 Ifm @ 2B800Bar or 28 m @ 2500Bar, this raliable wark-horse will enable
you to complate wash-down works, surface praparation, coatings and
linings removal, pipe cleaning, cold steel and concrete cutting/scabbling
and a host of athar genaral applications. This unit is fast gaining & graat
reputation in Europa and in Australia,

Twin UHP & HP/UHP Twin Combo’s
250M/Z Twin & 250M Twin Skid Mounted

The Twin WOMA 250M/Z Pump unit is reliable and versatile — providing
you with tha opportunity ta ba able to select batwean UHF and HP without

M HEAD:

P18: any dewntime, mechanical axpertise, Head or Conversion Sat change re-
32 IY'min @ 2500Bar quirements.
The simplicity of this unit is its strength and value to your operation. The
Z HEAD: unit has 2 in-line pumps on the same skid allowing for selection and use of
P24: aither at any ona time. This way thers is an alimination of the requirameant
! to have to change tha pump convarsion sat (HP to UHP) instaad you only

62 Ifmin @ 1500 Bar

Cthear flow/presaure combinations
are readily available,

have to connect the appropriate hoses to the bulkhead for the other pump
and continua ta wark.

250M (Twin UHP)

A serous contander for your Ultra-High flast, the skid-mountad WOlMA
250M P16: Twin 250M maximizes operational efficiency allowing you to temporarity
. place this in a flat-bed truckArailer or pemanently fix it to a fleet vehicle,
52 I/min @ 2800 Bar FLC Controllad to minimise operator arror, this u:i't anablas uss by any-
(Combined) thing from 1 to 4 operators on gun-work.

: With & pneumatically controlled Chack Valve and comfartably providing 64
250M P18: I‘m @ 2500Bar, thiz reliable work-horse will enable you to complete wasgh-
64 I/min @ 2500Bar down works, surface preparation, coatings and linings remaoval, pipe
{Combined] cleaning, cold steel and concrate cutting and a host af othar general

applications.




6001 & 700Z

CEED (.

Applications:
Tha WOMA E001 iz a "flagship’ pump that was tha foundation behind nu-
GDU'I p#u: marous succassful industrial servicas companies. Rellable, robust and
4 user-friendly, this high volume unit is a stalwart. Building on the excellent
240 |/min @ 930 Bar WOMA reputation far dependability, this unit can be can be single

mounted to which-ever brand of diesel drive you request.

Features:

Pawared by a continuous 'A'; Rated Cat C18 or C27, the 6001 will pro-
duce 240 I'm & 330Bar on a P40 plunger amangement. Capable of con-
crete demalition, major descale, wash-down, drain, large bare pipe, tank,
vassel and genaral refinery sarvices, this will be a great assat.

Concrete? Like butter!
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A heavy industry hard-hitter, the WOMA T00Z, now with upgraded crank

7007 P35: shaft, conrod shells and valves is a strong addition te your fleet. Building
2 on the excellent reputation of the WOMA 600 saries, the 7007 offers
197 I/min @ 1300 Bar numergus volume/pressure options on intended application.
Pawerad by a continuaus ‘A’"; Rated Cat C18 ar C27, the T00Z will pra-
700Z P40: duce 261 m @ 1000Bar on a P40 plunger arrangament ar 195 im @
261 I/min @ 1000Bar 1300Bar with a P35 set. Capable of major descale, wash-down, drain,

large bore pipe, tank, vessal and genaral refinery services, this will be a
great asset on any refinery or mine site.
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NEW UHP PROTECTIVE CLOTHING

We are pleased to inform you of our new series of protective clothing for
UHP Waterjetting/Hydrodemolition.

* \We have a licensing agreement

with DSM Dyneema. The m
Dyneema® fiber is “the strongest

fiber in the world” and we have Dyneema®

a unique way of weaving it.

This makes the protective parts

stronger and up to date with todays

technical level on pumps and

accessories.
¢ The new CE-certification is BOTH
for single and rotor nozzle. The
PROTECTION LEVEL 10/28 .
S o b v lower level (yellow) is for 1000 bar
5/ ROTOR 2600 bar/40600 psi single, and 2800 bar rotor. The
C€ sorssareec higher (orange) is for 2000 bar

single and 3000 bar rotor.

* Protected areas are very easy to
identify. 1) They have a pinstripe
design and 2) they are marked
with a yellow or orange label with
protection level in clear writing.

¢ The outer material withstands
water and dirt better than before.

* The inner material is a polyester
mesh which makes it easier to dry
and more comfortable to wear.

* Enhanced details as elastic bands,
broad braces, adjustable straps,
optional ventilation and more.
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The whirl jet nozzle *“WSD - F/R" (front- / radial water jet) is a
rotating nozzle and is specially designed for the cleaning of inner

Description:
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walls of tubes and guarantees an excellent cleaning rate.

The different nozzle sizes allow an optimum adaptation to varying

tube diameters.

Special characteristics:

ul

]

WONMA"®

Water as a tool for a clean environment

Whirl Jet Nozzle 1000 bar
WSD-F/R

Operating pressure:
To use for:

max. 1000 bar
Pipe cleaning

Function:

By utilizing the reaction force of the high-pressure jet a nozzle
carrier rotates on the longitudinal axis of a carrier shaft at
several thousand rpm. The rotating radial jets will effectively
clean inner walls of tubes from depaosits or contamination.
The additional front jets cut the deposits/contamination out of
the inner walls of the tubes.

ATTENTION! Without forward feed components the WSD-F/R may only be used with rigid lances — not with hoses.
For the cleaning of vertically arranged tubes it is essential to clean from the bottom to the top.

Whirl jet nozzle

Front and Radial water jets

Forward feed component
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Type Part-No. |©@D| L Thread MNozzle & Spare Type Part-No. Thread
mm | mm G mm sealing G -G2
FIR12 341.0455 12 50 iG1/8 2x 0,5F | 2x 0.5R 280.0824 VSE 12 341.0251 aG1B-iG18
341.0244 2x 0.8F / 2x 0,8R VSE18 | 3410253 aG14=iG1M4
341.0530 2% 1,0F 1 2 1,0R VSE22 | 3410255 aG14-iG1M4
k.
IaF /R18 | 341.0245 | 18 | 70 iG e 2x08F /2% 0,8R | 280.0118 "i!i!il
G1 i
FIR22 | 3410246 | 22 | &0 614 2% 0,5F | 2x 0,58
341.0386 2x 0.6F / 2% 0,6R
341.0247 2% 0.6F / 2x 0,BR VSE
341.0531 2% 0,8F / 2% 0.8R 31147 | 341.0443
341.0248 2% 1,0F / 2% 1,0R
3410258 ; 24°0K | 2
+
FIR3 | 3410410 | 31 | 115 | iM22x1.5 | 2x0.6F/2x0.6R | 280.0002 Hose conneitor for F/R31 7
341.0488 2x 0.8F / 2x 0,8R ———— e L
341.0249 21 0F LA R = — g
- B &1
F/R4T | 3410481 | 47 | 160 | iM22x15 | 2x075F/2x08R | | -
= 3410250 | — znu:.t.-;.g'i@"' T ==
| 2isFramise |0
















